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1500CR BUSINESS CONGLOMERATE WITH INTERESTS 

SPANNING ACROSS REINFORCEMENT STEEL (TMT 

BARS), PVC PIPES, GALVANIZED STEEL TUBES & PIPES, 

TUBULAR POLES, PRECAST CONCRETE, SAFETY 

PRODUCTS, SOLAR MOUNTING STRUCTURE AND 

SCAFFOLDING & FORMWORK SYSTEM.

STRIVI NG FOR

                       EXCELLENCE

Premier group has come a long way and inherits a  business legacy that is

more than  2 decades old and continues to make inroad to establish itself as

a prominent player in construction & infrastructure. With more than 5 

manufacturing units situated across northern India & growing at an exponential 

pace across all the verticals to achieve its dominance position within its peer, 

premier has successfully calibrated itself with the present global and domestic 

demand and is recording a phenomenal growth across all its verticals.



We have a sprawling manufacturing & fabricating facility 

located at Bagru Industrial area, Jaipur with 

well-equipped modern machines & facilities with

a processed chained system where raw material

once fed comes out as a finished product.

EOT cranes & Hydra cranes are deployed ensuring 

smooth streamlined production.

At premier have set up a state of the art designing

& manufacturing facility near Jaipur to design & 

manufacture galvanized steel tower, high mast & 

octagonal poles and accompanying steel structure 

required by power transmission & distribution, 

telecommunication and lightning sector in various 

surface treatment finishes.

Our core production team consists of veterans from

the industry who are equally supported & assisted by 

team of experienced supervisor & technicians who

have ample industry working experience.

Premier group has a very strong past credentials in 

manufacturing & supplying steel tubular poles since

last 25 years.

We have manufactured & supplied more than 2 Lacs

poles to various discoms across the country and 

internationally. Some of our prestigious supplies have

been of 20000 + poles to Iraq & 5000 + galvanized

poles to Bhutan, details of the same are enclosed

for your ready reference.



MANUFACTURING PROCESS
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OCTAGONAL POLE, FOR PRIMARY USE AS 

STREET LIGHTING POLES. PRODUCTS ARE 

FABRICATED USING PREMIUM QUALITY RAW 

MATERIAL AND ARE CUSTOMIZED TO CLIENT’S 

SPECIFICATION. THE POLES ARE MANUFACTURED 

FROM TAPERED POLYGONAL OR CIRCULAR 

SECTIONS, WHICH ARE SLIPPED TOGETHER AT 

SITE AND SO MAINTENANCE OF CLOSE 

TOLERANCES AND STRAIGHTNESS ARE TRUST 

AREAS. THEY COME READY AS FLANGE- PLATED, 

GALVANIZED AND CUSTOM DESIGNED.

USE OF HIGH-STRENGTH SHEET STEEL AND

CAN PRODUCE SINGLE.

OCTAGONAL POLE

DIMENSION:
Height:(5 to 12)mtr 
External Diameter:
Min. at top : 60mm 
Max. at bottom : on request

MATERIAL STANDARDS:
IS : 5986, (FE -510) 
EN 10027 -1-1992 
ASTM - A656 (GR-60)

GALVANISATION:
IS : 2629 
EN- 10027 - 1 - 1992 
ASTM - A123 / A123M-02



APPLICATION:
• Infrastructural Lighting
• Communities & Residential Developments
• Highways & Internal Roads
• Sports Ground

POLE SHAFT:

Confirms to IS 5986 The shaft can be of
one of two pieces.

ANCHOR BASE:

Structural Quality, Confirms to IS 5986

ANCHOR BOLT:

Carbon Steel of Grade 8.8. Bolts are L Shaped and are galvanized as per IS2629
Each pole includes 4 no's of Bolts with 2 Nut and 2 washers each.

SERVICE DOOR: 

A covered reinforced hand-hole is supplied depending on the size of the lighting pole.

HARDWARE: 

All structural fasteners are galvanized high strength carbon steel.
All other fasteners are galvanized,
zinc plated or stainless steel.

STANDARD FINISH:

Galvanized as per IS 2629.

MOUNTING OPTIONS:

Brackets can be customized as per lighting fixture.

POLMAX can design these poles from as low as 3 meters to as high as 20
meters due to their wide range of usage

Pole Height (Mtrs.) 3 Mtrs. 5 Mtrs. 6 Mtrs. 7 Mtrs. 8 Mtrs. 9 Mtrs. 9 Mtrs. 10 Mtrs. 11 Mtrs. 12 Mtrs.

Material of
Construction BSEN 10025 BSEN 10025 BSEN 10025 BSEN 10025 BSEN 10025 BSEN 10025 BSEN 10025 BSEN 10025 BSEN 10025 BSEN 10025

Metal Protection   
Treatment Galvanized Galvanized Galvanized Galvanized Galvanized Galvanized Galvanized Galvanized Galvanized Galvanized

Avg. Thickness of 
Galvanization 65 Microns 65 Microns 65 Microns 65 Microns 65 Microns 65 Microns 65 Microns 65 Microns 65 Microns 65 Microns

Thickness of Sheet 3 mm 3 mm 3 mm 3 mm 3 mm 3 mm 3 mm 3 mm 3 mm 3 mm

Thickness of
Base Plate 12 mm 12 mm 12 mm 16 mm 16 mm 20 mm 20 mm 20 mm 20 mm 25 mm

Bottom Diameter 130 mm 130 mm 135 mm 135 mm 135 mm 155 mm 200 mm 200 mm 200mm 240 mm

Top Diameter 65 mm 70 mm 70 mm 70 mm 70 mm 70 mm 100 mm 90 mm 100 mm 110 mm

Number of 
Foundation Bolts 4 4 4 4 4 4 4 4 4 4

PCD of Foundation 
Bolt 200 mm 200 mm 200 mm 220 mm 225 mm 240 mm 310 mm 310 mm 320 mm 340 mm

Bolt Diameter 16 mm 16 mm 16 mm 20 mm 20 mm 20 mm 25 mm 25 mm 25mm 25 mm

Bracket single & single & single & single & single & single & single & single & single & single &
 double arm double arm double arm double arm double arm double arm double arm double arm double arm double arm

OCTAGONAL POLE:



HIGH MAST Pole
POLMAX IS ENGAGED IN THE DESIGN AND 

SUPPLY OF HIGH MASTS WITH A VERY WIDE 

USAGE FIELD FOR LIGHTING PURPOSES IN 

SQUARES, INTERSECTIONS & ROUNDABOUTS, 

SEA-PORTS, AIRPORTS, SPORTS AREAS, BUS 

TERMINALS, HISTORICAL AND TOURIST SPOTS.

WE DESIGN, MANUFACTURE AND SUPPLY HIGH 

MAST FROM 12 MTR TO 30 MTR AND THEY 

REQUIRE MINIMUM MAINTENANCE AND 

COMPLETE MAST AND FITTINGS CAN BE 

MAINTAINED AT GROUND LEVEL FOR

GREATER SAFETY. 

Lowering headframe masts allow the headframe to be 

lowered with a winch and are ideal for accessing 

headframes at ground-level when space around the mast 

is tight. These lowering headframe masts provide easy 

maintenance access at mast base and offer additional 

features such as optional headframe latching.

Benefits include reducing risks of multiple internal 

cable-snagging problems by using a single multi-core 

electrical cable system for up to 12 floodlights.

High masts can be manufactured as single-direction, 

two-direction and circular multi-directional types 

according to floodlight orientation, depending on

the customer’s requirements.



TECHNICAL SPECIFICATION:
• 20 sided polygonal continuously tapered cross section.

• Unique gravitational self-latching and unlatching system.

• Quick raising and lowering system.

• Proven double drum winch and winch motor.

• Heavily reinforced door opening to prevent buckling.

• Anti-vandalism door lock.

• Conforms to Indian/international Standard:

Mast design as per wind load for structure - IS 1875(part III) 1987 

GENERAL CONSTRUCTION IN STEEL - IS 800 2007

Material: BS EN 10025 S355 / JIS G3101 SS400

Welding: BS 5135

Galvanizing: ISO 1461

OPTION:
• Height from 12mtr to 30mtr

• Custom-made luminaire fixing bracket to suit
   customers’ requirements.

• Double luminaire carriage ring.

APPLICATION:
• Airports

• Habours

• Highway

• Sports ground

• Parking Lots

Our high mast poles are two sided Galvanized and thus have a better durability 



HIGH MAST POLE

Material of Gr S355 Jo & Gr S355 Jo & Gr S355 Jo & Gr S355 Jo & Gr S355 Jo & Gr S355 Jo &
Construction Confirming Confirming Confirming Confirming Confirming Confirming
 Bs−en 10025 Bs−en 10025 Bs−en 10025 Bs−en 10025 Bs−en 10025 Bs−en 10025

Nominal Single Section-3 mm Bottom Section Bottom Section Bottom Section Bottom Section Bottom Section
Thickness (In Mm)  -3 Mm, Top Section - 4 Mm, Top Section - 4 Mm,Top Section - 4 Mm, Middle - 5 Mm, Middle
  - 3mm - 3mm - 4mm Section - 4 Mm Section - 4 Mm
     Top Section - 4 Mm Top Section - 4 Mm

No. Of Section Single Section 2  Section 2  Section 2  Section 3  Section 3  Section

Cross Section 12 Side Polygoan 12 Side Polygoan 20 Side Polygoan 20 Side Polygoan 20 Side Polygoan 20 Side Polygoan
Of Mast In Polygon

Length Of Individual Single Section-12 Mtr Bottom Section Bottom Section Bottom Section Bottom Section Bottom Section
Section  - 6.5 Mtr , Top - 8.375 Mtr , Top - 10.375 Mtr , Top - 8.75 Mtr , Middle - 10.5 Mtr , Middle
  Section - 6.5mm Section - 8.375mm Section - 10.375mm Section - 8.750 Top Section - 10.5  Mtr.
     Section - 8.75mm - 10.5mtr

Base & Top A/f Base A/f - 360 Mm, Base A/f - 360 Mm, Base A/f - 460 Mm, Base A/f - 460 Mm, Base A/f - 485 Mm, Base A/f 600 Mm,
 Top A/f - 105 Mm Top A/f - 150 Mm Top A/f - 150 Mm Top A/f - 150 Mm Top A/f - 150 Mm Top A/f - 150 Mm

Type Of Joints Na Telescopic Slip Telescopic Slip Telescopic Slip Telescopic Slip Telescopic Slip
  Stress Fit Stress Fit Stress Fit Stress Fit Stress Fit

Length Of Overlap Na 500 Mm 750 Mm 750 Mm Bottom -800 Mm, Bottom -850 Mm,
     Middle - 700 Mm Middle - 700 Mm

Metal Protection Hot Dip Galvanized Hot Dip Galvanized Hot Dip Galvanized Hot Dip Galvanized Hot Dip Galvanized Hot Dip Galvanized
Treatment For Mast & Both Internally & Both Internally & Both Internally & Both Internally & Both Internally & Both Internally
 & Externally As Per & Externally As Per & Externally As Per & Externally As Per & Externally As Per & Externally As Per
 Is 4759, Is 2629 Is 4759, Is 2629 Is 4759, Is 2629 Is 4759, Is 2629 Is 4759, Is 2629 Is 4759, Is 2629

Thickness Of  As Per Is 4759, As Per Is 4759, As Per Is 4759, As Per Is 4759, As Per Is 4759, As Per Is 4759, 
Galvanization is 2629 is 2629 is 2629 is 2629 is 2629 is 2629

Size Of Door 900 Mm X 250 Mm 900 Mm X 250 Mm 900 Mm X 250 Mm 1000 Mm X 300 Mm 1000 Mm X 300 Mm 1200 Mm X 300 Mm
Opening At Base
Of Mast

Type Of Lucking On Close Fitting Vandal Close Fitting Vandal Close Fitting Vandal Close Fitting Vandal Close Fitting Vandal Close Fitting Vandal
Door Panel Resistant Door With Resistant Door With Resistant Door With Resistant Door With Resistant Door With Resistant Door With
 2 Allen Key Bolts 2 Allen Key Bolts 2 Allen Key Bolts 2 Allen Key Bolts 2 Allen Key Bolts 2 Allen Key Bolts
 And One Pad And One Pad And One Pad And One Pad And One Pad And One Pad
 Locking Locking Locking Locking Locking Locking
 Arrangement Arrangement Arrangement Arrangement Arrangement Arrangement

Size Of Base Plate Diameter - 560 Mm Diameter - 560 Mm Diameter - 660 Mm Diameter - 660 Mm Diameter - 730 Mm Diameter - 840 Mm

Thickness Of 25 Mm 25 Mm 25 Mm 30 Mm 30 Mm 32 Mm
Base Plate

Pcd Of Base Plate Pcd- 460 Mm & Pcd- 460 Mm & Pcd- 600 Mm & Pcd- 600 Mm & Pcd- 660 Mm & Pcd- 740 Mm & 
& No. Of Hole 6 Nos. 6 Nos. 8 Nos. 12 Nos. 16 Nos. 16 Nos.

Base Plate Material Fe 410 As Per Fe 410 As Per Fe 410 As Per Fe 410 As Per Fe 410 As Per Fe 410 As Per
Of Construction Is2062 Is2062 Is2062 Is2062 Is2062 Is2062

No. Of Foundation 6 Nos-m25X750 Mm 6 Nos-m25X750 Mm 8 Nos-m25 X 12 Nos-m30 X 16 Nos-m30 X 16 Nos-m30 X
Bolt Long  Long 750 Mm Long 850 Mm Long 850 Mm Long 1000 Mm Long

Size Of Anchor Dia-560 Mm, Dia-560 Mm, Dia-660 Mm, Dia-660 Mm, Dia-730 Mm, Dia-840 Mm, 
Plate And Thickness Thickness- 6 Mm Thickness- 6 Mm Thickness- 6 Mm Thickness- 6 Mm Thickness- 6 Mm Thickness- 6 Mm

Lightening 1  M, Hot Dip 1  M, Hot Dip 1.5  M, Hot Dip 1.5  M, Hot Dip 1.5  M, Hot Dip 1.5  M, Hot Dip
Protection Finial Galvanized Galvanized Galvanized Galvanized Galvanized Galvanized

Type Erp Insulated, Erp Insulated, Erp Insulated, Erp Insulated, Erp Insulated, Erp Insulated,
 Pcp Sheathed Pcp Sheathed Pcp Sheathed Pcp Sheathed Pcp Sheathed Pcp Sheathed

Material Cu Conductor Cu Conductor Cu Conductor Cu Conductor Cu Conductor Cu Conductor

Curerent Carriying As Per Relevant Is As Per Relevant Is As Per Relevant Is As Per Relevant Is As Per Relevant Is As Per Relevant Is
Capacity (Amp)
(Only Trailing Cable)

Conductor Size & 5c X 2.5 Sq. Mm 5c X 2.5 Sq. Mm 5c X 2.5 Sq. Mm 5c X 2.5 Sq. Mm 5c X 2.5 Sq. Mm 5c X 2.5 Sq. Mm
No. Of Core

TRAILING CABLE



Material Of  M.S. (Hot Dipped M.S. (Hot Dipped M.S. (Hot Dipped M.S. (Hot Dipped M.S. (Hot Dipped M.S. (Hot Dipped
Construction Galv.) Galv.) Galv.) Galv.) Galv.) Galv.)

Diameter Of 2000 Mm 2000 Mm 2000 Mm 2000 Mm 2400 Mm 2400 Mm 
Carriage Ring
Including Arm

Construction Steel Pipe 48mm Od Steel Pipe 48mm Od Steel Pipe 48mm Od Steel Pipe 48mm Od Steel Pipe 48mm Od Steel Pipe 48mm
 With Suitable Hole With Suitable Hole With Suitable Hole With Suitable Hole With Suitable Hole Od With Suitable
 For Wiring For Wiring For Wiring For Wiring For Wiring Hole For Wiring

No Of Joints 2 Segment Bolted 2 Segment Bolted 2 Segment Bolted 2 Segment Bolted 2 Segment Bolted 2 Segment Bolted
 Type Type Type Type Type Type

Load Carriyng 500 Kg 500 Kg 500 Kg 500 Kg 500 Kg 500 Kg
Capacity

No. Of Luminaries 4 To 6 Nos. 6 To 8 Nos. 6 To 10 Nos. 6 To 10 Nos. 8 To 12 Nos. 8 To 12 Nos.

LANTERN CARRIAGE

Winch & No. Of Single Drum Double Drum Double Drum Double Drum Double Drum Double Drum
Drums Winch

Gear Ratio 53:1 Approx 53:1 Approx 53:1 Approx 53:1 Approx 53:1 Approx 53:1 Approx

Capacity 550 Kgs 750 Kg 750 Kg 750 Kg 750 Kg 750 Kg

Method Of Operation Electrical Driven & Electrical Driven & Electrical Driven & Electrical Driven & Electrical Driven & Electrical Driven &
 With Manual With Manual With Manual With Manual With Manual With Manual
 Operating Handle Operating Handle Operating Handle Operating Handle Operating Handle Operating Handle
 In Case Of Ac In Case Of Ac In Case Of Ac In Case Of Ac In Case Of Ac In Case Of Ac
 Supply Failure. Supply Failure. Supply Failure. Supply Failure. Supply Failure. Supply Failure.

Tested Load Per 750 Kgs 750 Kgs 750 Kgs 750 Kgs 750 Kgs 750 Kgs
Drum (Kg)

Gear Material Phosphorous Brand Phosphorous Brand Phosphorous Brand Phosphorous Brand Phosphorous Brand Phosphorous Brand
 (Pb) (Pb) (Pb) (Pb) (Pb) (Pb)

WINCH

Grade Aisi 316 Aisi 316 Aisi 316 Aisi 316 Aisi 316 Aisi 316

Dia. Of Ss Rope 6 Mm 6 Mm 6 Mm 6 Mm 6 Mm 6 Mm

Construction Of 7\19 7\19 7\19 7\19 7\19 7\19
Ss Rope

Central Core Stainless Steel Stainless Steel Stainless Steel Stainless Steel Stainless Steel Stainless Steel
Material

No. Of Ss Ropes 3 Ropes Wire System 3 Ropes Wire System 3 Ropes Wire System 3 Ropes Wire System 3 Ropes Wire System 3 Ropes Wire 
      System

Factor Of Safety >5 At Full Load >5 At Full Load >5 At Full Load >5 At Full Load >5 At Full Load >5 At Full Load

Braking Load 2500kgs 2500kgs 2500kgs 2500kgs 2500kgs 2500kgs

STAINLESS STEEL WIRE ROPE

Wattage & Hp 1 Hp  1.5 Hp 1.5 Hp 1.5 Hp 1.5 Hp

Number Of Speeds Single Speed Single Speed Single Speed Single Speed Single Speed Single Speed

Reversible & Non  Reversble  Reversble  Reversble  Reversble  Reversble  Reversble
Reversble

Input Supply Three Phase, Three Phase, Three Phase, Three Phase, Three Phase, Three Phase,
 415 Volt 415 Volt 415 Volt 415 Volt 415 Volt 415 Volt

Motor Duty Ac3, Continues Ac3, Continues Ac3, Continues Ac3, Continues Ac3, Continues Ac3, Continues

Operating Speed 1400 Rpm 1400 Rpm 1400 Rpm 1400 Rpm 1400 Rpm 1400 Rpm

POWER TOOL



Conical Pole

• Designed using one length of sheet and
   provide continuous tapering

• Have internal flushed type doors

• Very easily shifted and reused

THESE ARE HOLLOW POLYGONAL POLES HAVE 

CLOSELY CIRCULAR CROSS SECTION AT BOTH 

THE ENDS AND MOSTLY USED FOR SMART 

STREET LIGHTING. WHETHER IT’S LIGHTING UP 

AN AVENUE, CREATING EXCITEMENT AT AN 

EVENT OR ILLUMINATING ARCHITECTURAL 

FEATURES, WE OFFER CUSTOMIZED CONICAL 

POLES WITH UNIQUE LIGHTING OPTIONS IN 

MODERN DESIGNS. THESE POLES ARE 

GALVANIZED AND ARE MOUNTED ABOVE THE 

GROUND AND WILL NOT RUST DUE TO HOT DIP 

GALVANIZED PROTECTION.



DIMENSION:
Height:(20 to 50)ft, as per requirement
Arm Rise: 3 degrees rise from the roadway
Arm Length: 3', 4', 6', 8', 9' or 10' arm

CONSTRUCTION
Material: Mild Steel

FINISH
Option: Mild Steel Hot Dip Galvanized

Option: Powder Coated / Liquid Spray Paint

BASE PLATE DETAIL
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CONICAL POLE:



WE MANUFACTURE SWAGED POLES FROM 5 

METRES TO 16 METRES  AS PER THE HIGHEST 

QUALITY STANDARDS OF IS: 2713 / BS 4360 AND 

CUSTOMIZED FOR SPECIFIC APPLICATIONS.

POLMAX OFFERS GALVANIZED / PAINTED 

SWAGED POLES AS PER CUSTOMER 

REQUIREMENTS.  OUR PRODUCT RANGE 

INCLUDES LIGHT POLES IN SINGLE HANG AND 

DOUBLE HANGS, STREET LIGHT POLES AND 

TRAFFIC LIGHT POLES AMONG OTHERS THAT 

ARE MADE OF ERW TUBES OF SUITABLE 

LENGTHS SWAGED AND JOINED TOGETHER.

STEEL TUBULAR Pole



ADVANTAGES OF TUBULAR STEEL POLES:

Wind load: due to curvature of the surface wind load is
only about 60% of flat surface.

Strength: due to uniform distribution of metal in the cross section
tubular poles gives the same strength in every direction

Corrosion resistance: due to smooth surface tubular poles
has minimum liability to corrosion.

Fireproof, immune to insect infestation and no pole rot

Weighs 50-70% less than comparable concrete structures

Scope of Customization

Elongation - up to 85% with no shrinkage

Free of copper wire grounding

APPLICATIONS

Street lighting

Traffic signals

LT line
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CORPORATE OFFICE: 

4th Floor, Nidhi Kamal Tower Ajmer Road, Jaipur- 302006, Rajasthan (India)

T: +91-141-4053444, F: +91-141-4053450

WORKS: 

A 106, Riico Industrial Area, Phase 2

Bagru Extension, Jaipur

Mfrs. of 
OCTAGONAL    HIGH MAST
MONO    SOLAR    SURVEILLANCE 
POLES

A UNIT OF

PREMIER BARS PVT. LTD.

sales.india@premierispat.com
www.premierispat.com

0141 - 4053444


